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€rba CHEM-5 Plusv:

Versatile, Intelligent, Easy to Use Cost Effective System



Filters

Photometric
Range

Precision
Lightsource
Detector

Cuvette

Aspiration
Volume

Zeroset

Calibration

8 standard filters: 340, 405, 450, 505, 546, 578, 630,
and 670 nm

0-2.5Abs. with resolution of 0.0001 Abs.

Betterthan 1% CV
Halogen lamp 12V /20 Watts
8 silicon UV/VIS photodiode array

Unique Triple Cuvette System, 18111 Flow Cell Cuvette,
Rectangular polystyrine Cuvette, Round Glass tube for
Coagulation

From 300 pulto 999 pul

Automatic
Automatic against standard

Specifications subject to change without prior notice
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Display
Printer

Interface
Dimensions
Weight

Power
Requirements

Main Supply

Options Available :
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panel.

High Resolution Graphic LCD 240 x 64 dots with
Backlitview area 134 mm x40 mm

High Resolution 320 dots per line, thermal type with
graphics facility.

Serial RS 232C

255mm (H) x 505 mm (L) x 30 mm (D)
13Kgs.

230v/110v+10% 50 Hz, maximum 100w

18VDC using External SMPS adaptor Max. Power
100w

External incubator
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